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No. 0370-CPR-1150

CERTIFICATE OF CONSTANCY OF PERFORMANCE

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011 (the
Construction Products Regulation or CPR), this certificate applies to the construction product:

SMOKE AND HEAT CONTROL SYSTEMS. PART 3. SPECIFICATION FOR POWERED SMOKE AND HEAT
EXHAUST VENTILATORS (FANS).
PRODUCT RANGE: MP — PMA — PMA/c (400°/120 MIN)

Produced by:

CIESSE, S.R.L.

VIA U. BOCCIONI, 5 - Z.I. MANCASALE
42100 REGGIO EMILIA (ITALIA)

And produced in the manufacturing plant:

CIESSE, S.R.L.

VIA U. BOCCIONI, 5 - Z.I. MANCASALE
42100 REGGIO EMILIA (ITALIA)

This certificate attests that all provisions concerning the assessment and verification of constancy of performance
and the performances described in Annex ZA of the standard

EN 12101-3:2015
under system 1 are applied and that the product fulfils all the prescribed requirements set out ahove.

This certificate was first issued on 25" February 2011 and will remain valid as long as the test methods and/or
factory production control requirements included in the harmonised standard, used to assess the performance of the
declared characteristics, do not change, and the product, and the manufacturing conditions in the plant are not
modified significantly. It is confirmed and modified on 21% April 2017.

The monitoring assessment will be done before February 2018

Bellaterra, 21 April 2017

gplus®

LGAl T&chnological Center, S.A. LGAI

schrological Center, S.A.

Jordi Brufau Redondo # Xavier Ruiz Pefia
General Manager Product Conformity B.U., Managing Director

This document is not valid without its technical annex, whose number coincides with the number of certificate.
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TECHNICAL ANNEX 0370-CPR-1150

CERTIFICATE OF CONSTANCY OF PERFORMANCE

PRODUCT

- Extractor tested inside the furnace.

- Extractor F400 - 120 min.

- Dual use.

- Extractors tested in a horizontal position.

- Extractors tested upstream airflow. Airstreams goes from motor to blades.

- Extractors tested with motor Rognoni F400 2 hours.

- Tested at 50 Hz and 400V.

- Kind of snow: Not apply.

- The complete technical data of the certified range are detailed in the technical file and the range report
n® 11/2526-516.

Clauses in this

European Standard Mandated level(s) or class(es)

Essential characteristics

Response delay NA
- Opening under wind load within a given time; 4.1.1
- Opening under snow load within a given time. NA
. N e Thermally uninsulated

Operational reliability 422 o Dikict foad
- Application categories; « Dual purpose use
- Motor rating.

4.2.3 NPD
Effectiveness of smoke/hot gas extraction: .
- Gas flow and pressure maintenance during 4.3.2 +/-20% (Ps)
smoke and heat extraction test.
Resistance to fire 4.4 F400(120)
Ability to open under environmental NA
conditions 45
- Opening under wind load within a given time; ’
- Opening under snow load within a given time. NA
Durability of operational reliability 4.6 NPD

PASS; NPD = No Performance Determined, NA = Not Apply

- Summary list of fire-resistant extractors MP - PMA - PMA/c (400°/120 min).
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TECHNICAL ANNEX 0370-CPR-1150
CERTIFICATE OF CONSTANCY OF PERFORMANCE
RANGE MP - PMA - PMA/c MOTOR SIZE
Model | Power (kW) | Poles | n° Blades Di(an':‘n‘i;er 100 | 112 | 132 | 160 | 180 | 200
4028 3 2 7 400 X
402-404B | 3,1/081 | 2-4 7 400 X
452A 3 2 7 450 X
452-454A | 31/081 | 2-4 7 450 X
502A 5,5 2 7 500 X
502-504A 5,9/1,5 2-4 7 500 X
562A 5,5 2 7 560 X
562-564A 5,9/1,5 L=t 7 560 X
634C 2,2 4 8 630 X
634-638C | 2,6/0,66 | 4-8 8 630 X
714C 4 4 8 700
714-718C 4,9/13 4- 8 700
716-718B 1,4/0,6 6-8 8 700 X
804A 3 4 8 800 X
8048 4 4 8 800 X
804C 5,5 4 8 800 X
806C 1,5 6 8 800 X
804-808C 61/48 | 4-8 8 800 X
806-808A 1,4/0,6 < 8 800 X
904A 55 4 8 900 X
9048 75 4 8 900 X
904C 1 4 8 900 X
9068 2,2 6 8 900 X
906C 4 6 8 900 X
904-908B 9/2,2 4-8 8 900 X
904-908C 12/3,0 4-8 8 900 X
906-908B 2,8/1,1 6-8 8 900 X
10048 7,5 4 11 1000 X
1004C 11 4 1 1000 X
1006A 2 6 1 1000 X
10068 3 6 11 1000 X
1006C 55 6 1 1000 X
1004-1008C |  12/3,0 4-8 11 1000 X
1006-1008C |  5,5/2,6 6-8 1 1000 X
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21/04/2017
ANESSO TECNICO 0370-CPR-1150
CERTIFICATO DI COSTANZA DELLE PRESTAZIONI
GAMMA MP - PMA - PMA/c DIMENSIONE MOTORE
Modello i ] Poli | ne Palle Di’affﬁfﬂ 100 | 112 | 132 | 160 | 180 | 200
1126A 3 6 11 1120 X
11268 4 6 11 1120 X
1126-1128A 3,5/1,5 6-8 11 1120 X
1126-1128B 5,5/2,6 6-8 11 1120 X
1126C 5,5 6 11 1120 X
1256A 55 6 11 1250 X
12568 7,5 6 11 1250
1256C 11 6 11 1250
1256-1258A 5,5/2,6 6-8 11 1250 X
1256-1258C 11/5,0 6-8 11 1250 X
1406A 15 6 11 1400 X
1406C 22 6 11 1400 X




